
　 LENGTH

 500 =   503mm (19 13/16")

   850 =   853mm (33 9/16")

 1000 = 1003mm (39 1/2")

 1250 = 1253mm (49 5/16")

1500 = 1503mm (59 3/16")

1 15/16"
(49mm)

1 1/2"
(38mm)

2 1/2"
(64mm)

20"

34"

40"

50"

60"

nominal length

(not available for dimming)

　 LENGTH

T6 fluorescent series consist of a lamp & linear housing 
2 1/2” in height x less than 2” wide designed to fit in 
tight spaces. The unique side lamp socket design allows 
for lamps to be mounted end to end for smooth and 
continuous illumination.  In continuous run applications 
lamps are as close as 1/16” and never more than 1/2” 
apart end to end with illumination at lamp ends.  
Individual fixture lengths include nominal 20”, 34”, 40”, 
50” and 60”.  All fixture lengths can be coupled together 
to form a UL listed continuous thru wire system.  
Lumen output is maintained regardless of lamp length 
allowing for mixing of lengths in continuous runs.  
A variety of lamp color temperatures ranging from 
2500K to 6700K all maintain 88CRI.  
The average rated life for  lamps is
20,000 hours.

 offers a total luminaire efficiency of 94%
along with superior light output and color consistency 
within each lamp color.  Dimming versions allow for 
continuous smooth dimming down to 10%.  
Lumen output exceeds 800 lms/ft.
85 lumens / watt average.

Extruded aluminum fixture housing includes a snap-fit 
cover, spring clip lamp sockets, and lamp retaining
wires for maximum protection.  

 is surface mountable with pre-punched
back mounting holes for easy installation.

All fixtures are pre-wired with factory installed quick-
connectors for power feed connection, thru wiring,
and low voltage connection ( for dimming signal ).  
Electronic ballasts are thermally protected and have 
a Class "P" rating.  Fixtures can be power fed either thru 
back knock-outs, side knock-outs, or end fed with the 
Seamlessline SF power feed box.
All fixtures can be continuous row mounted and thru
wired utilizing the Seamlessline SCI “I” couplings. 

 is UL Listed for indoor use.

All fixture and lamp combinations consume from 
9 -10 w/ft.

The standard fixture housing is an anodized aluminum 
finish.
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  500 =   495mm(19 1/2")

   850 =   845mm(33 1/4")

 1000 =   995mm(39 3/16")

 1250 = 1245mm(49")

1500 = 1495mm(58 7/8")

1 Fixture

2 Lamp
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Mercury content < 5mg.



SAL - UW - - - FRT - -

   500 =  503mm   (19 13/16")

   850 =  853mm   (33 9/16")

 1000 =  1003mm (39 1/2")

 1250 =  1253mm (49 5/16")

1500 =  1503mm (59 3/16")

A = 120 V

C = 277 V

M = dimming

blank = non dimming

Note : 500 not dimmable

1

LENGTH LENGTH COLORVOLTAGE DIMMING

U.S. Wire

Seamlessline
Architectural
Lighting

Fluorescent Lamp
Rapid start 
T - tube

Lamp Color

   500 =   495mm (19 1/2")

   850 =   845mm (33 1/4")

 1000 =   995mm (39 3/16")

 1250 =   1245mm (49")

1500 =   1495mm (58 7/8")

Fixture

 EL25 = 2500K 

 EL28 = 2800K 

EL30 = 3000K

EWW = 3500K

 EW    = 4200K 

 EN     = 5000K 

 ED     = 6700K 

ORDERING FORMAT

DC to PWM Converter Unit

UFDA-035AP
120 volts,90mA

This converter can operate up to 20 fixtures 
with 0-10Vdc signal from dimming control unit.

UFDC-035AP
277volts,40mAI -COUPLING SCIUFDA-035AP = 120volts, 90mA for dimming signal

UFDC-035AP = 277volts, 40mA for dimming signal
SF = Power Feed Box (for end power feed)
SCI = I - Coupler (for connecting fixtures in runs)
SCL = L - Coupler (for 90 degree corner connection)
SCT = T - Coupler (for connecting fixtures in T shape)
SCX = X - Coupler (for connecting fixtures in cross)

POWER FEED BOX SF

1 5/16"
(34mm)

1 7/8"
(48mm)

1 15/16"
(49mm)

3 1/8"
(80mm)

2 9/16"
(65mm)

9 5/8"
(244mm)

3 Accessories (Specify separately)

(Requirements will vary according to run lengths or when using individual units)

2 Lamp
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EL25  =  2500K

 EL28  =  2800K

EL30  =  3000K

EWW  =  3500K

EW     =  4200K

EN      =  5000K

ED      =  6700K
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LAMP & BALLAST DATA
Input current

(A)

0.32

0.36

0.40

0.47

0.18

0.20

0.22

0.24

Input wattage
(W)

33

37

45

52

35

40

46

54

Weight
(lb)

2.3

2.4

2.7

2.9

2.3

2.4

2.7

2.9

Lamp wattage
(W)

27

31

38

45

27

31

38

45

Lumen
(lm)

2240

2630

3350

3970

2240

2630

3350

3970

0.19

0.26

0.32

0.38

0.44

0.08

0.12

0.14

0.17

0.19

22

31

38

45

52

22

33

38

47

52

2.6

3.0

3.2

3.4

3.7

2.6

3.0

3.2

3.4

3.7

17

27

30

39

46

17

27

30

39

46

1350

2240

2630

3350

3970

1350

2240

2630

3350

3970

dimming

non dimming

120

277

□ SAL-UW850AM 33 9/16"   (853mm)

□ SAL-UW1000AM 39 1/2"   (1003mm)

□ SAL-UW1250AM 49 5/16" (1253mm) 

□ SAL-UW1500AM 59 3/16" (1503mm)

□ SAL-UW850CM 33 9/16"   (853mm)  

□ SAL-UW1000CM 39 1/2"   (1003mm)

□ SAL-UW1250CM 49 5/16" (1253mm)  

□ SAL-UW1500CM 59 3/16" (1503mm)

120

277

□ SAL-UW500A 19 3/16"   (503mm)

□ SAL-UW850A 33 9/16"   (853mm)

□ SAL-UW1000A            39 1/2"   (1003mm) 

□ SAL-UW1250A         49 5/16" (1253mm) 

□ SAL-UW1500A         59 3/16" (1503mm)

□ SAL-UW500C           19 3/16"   (503mm)

□ SAL-UW850C           33 9/16"   (853mm)

□ SAL-UW1000C         39 1/2"   (1003mm)

□ SAL-UW1250C         49 5/16" (1253mm)

□ SAL-UW1500C         59 3/16" (1503mm)    

catalog no.voltage O.A.length

*4200, 3500, 3000, 2800,2500K

*

Straight Corner

MOUNTING
LOCATIONS

ADJOINING
DETAIL

7/8" K.O.(accepts 1/2” fitting)

5/8" K.O.(accepts 3/8” fitting)

3/8" × 3/16" Mounting Hole

3/16" Mounting Hole

I-COUPLING SCI
(not included)

Flexible conduit wiring
(not included)

20" Fixture

4" 4"

Side

2 3/4"

3 13/16"

Bottom

Bottom

34", 40", 50", 60" Fixture
Side

4"

5 1/2"

A

34"
40"
50"
60"

 
3 "

5 15/16"
8 15/15"

13 13/16"

 
4 9/16"
7 9/16"
10 1/2"

15 7/16"

A B

B
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PHOTOMETRY

CEILING 80 70 50

0
1
2
3
4
5
6
7
8
9

10

108
95
85
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64
58
53
49
45
42
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66
58
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29

108
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49
41
36
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27
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108
80
62
51
42
35
29
25
22
18
16

103
90
80
73
66
60
55
50
46
43
40

103
85
72
63
55
48
43
38
34
31
28

103
80
65
55
47
40
34
30
26
23
21

103
76
60
49
40
33
28
24
21
18
16

93
77
65
57
50
44
39
35
31
28
25

93
73
60
50
43
37
32
28
24
21
19

93
70
55
45
38
31
26
23
19
17
15

WALL RCR 70  50 30 10 70  50 30 10  50 30 10

ZONAL CAVITY COEFFICIENTS
EFFECTIVE FLOOR CAVITY REFLECTANCE 0.20

Tested by
LUMINARE TESTING LABORATRY,INC.
Test Report #07915 Dated 02-05-2004
Fixture : SAL-UW1000A

LUMEN SUMMARY

0- 30
0- 40
0- 60
0- 90

90-120
90-130
90-150
90-180
0-180

ZONE

326
562

1120
1870
481
530
542
542

2412

LUMENS

12.8
22.0
43.9
73.3
18.8
20.8
21.3
21.3
94.6

%LAMP

13.5
23.3
46.4
77.5
19.9
22.0
22.5
22.5

100.0

%FIXTURE

TOTAL LUMINAIRE

EFFICIENCY: 94.6%
CIE TYPE:SEMI-DIRECT
PLANE:0-DEGÐ90-DEG
SPACING CRITERIA:1.2 1.7

180 165 150 135 120

105

90

75

60

45

30150

400

320

240

160

80

0 Deg. Plane 90 Deg. Plane

0
5

15
25
35
45
55
65
75
85
90
95

105
115
125
135
145
155
165
175
180

0.0
381
380
366
338
296
243
182
118

57
13

3
3
2
2
2
2
0
0
0
0
0

45.0
 381
 383
 390
 391
 384
 364
 335
 299
 260
 223
 209
 209
 178
 110

 44
 0
 0
 0
 0
 0
 0

90.0
381
383
407
429
440
435
418
391
361
329
316
314
302
219
132

48
0
0
0
0
0

FLUX

37
110
179
236
272
285
277
253
220

203
172
106

50
12

0
0
0
0

CANDLE DISTRIBUTION

VERT.
ANG.

HORIZONTAL ANGLE
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